
Muffle QuietBoardMuffle QuietBoard

Advantages:

Muffle QuietBoard is a tongue & groove high density cement particle board
designed to reduce airborne noise direct either to a joist or as a high-
performance overlay board. Muffle QuietBoard can be used in conjunction with
other products to provide an acoustically secure floor build up. 
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High performance in the presence of moisture 

Easily machined to produce profiles  

Wide range of surface finishes 

Flexibility in design

Styles

1.2m x 0.6m x 18mm

1.2m x 0.6m x 22mm



Thickness (mm) Weight per m² Kilos Weighted Acoustic Insulation Value Rw dB

18 10.4 33

22 28.6 34

Product SpecificationsProduct Specifications

Weight

Acoustic Performance

Data Sheet | Muffle QuietBoard

Fire

Class 1 surface spread of flame
European Classfication – EN 13501-1 =  B-s1,d0

18mm: 23.6kg/m2
22mm: 28.6kg/m2

Weighted Acoustic Insulation Value Rw dB: 33-34

InstallationInstallation

Fixing Technique

Screwing

Type of screw:

Wafer head screws designed for particle boards in
stainless steel or galvanized, preferably self tapping
screws with central tip adapted to the type of
substrate.

Diameter: 3.5 to 4.8mm
Length: 2.5 to 3 times the panel thickness

Nails

Type of nail:

Flat-headed, galvanized stainless steel, twisted or
sheradized serrated

Diameter: 2.2 to 3.1 mm
Length: 3 to 3.5 times the panel thickness

Manually with pre-drilling

Pre-drilling is not necessary when using a pneumatic screw driving machine and central tip screws, preferably
screws with a self tapping head.

On external application screw heads should be covered to avoid rust formation.

Use self-tapping screws for a metal frame structure with thicknesses exceeding 7.5/10mm.

Screwing in edges is possible with predrilled holes.

Use pneumatic tools set to 5-6 bars with tape loader or nail roll, or pre-drill pilot hole.

Avoid tapping the panel with hammer.

Keep panel steadily positioned on the background structure whilst nailing.



Product CareProduct Care

Supplier

Delivery, Storage & Handling

ie.muffleacoustics.com 

hello.ie@muffleacoustics.com

+353 180 093 1012

When manually moving Muffle QuietBoard, carry it vertically. When storing,
place it flat on level supports spaced 800mm apart; never store it on edge or
upright.

Note: Product MUST be checked for colour shading differences, flaws, defects or damage prior to installation. Once
installation has been commenced, the products are deemed to have arrived in perfect condition – any of the above
reported after installation will not be covered by your warranty.
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