
MufflePrint offers a personalised alternative to MuffleArt. Showcase a custom
design of your choice printed on a high-performance acoustic panel. This acoustic
wall panel provides a class A-B acoustic performance and is available in a
selection of sizes. Simply upload your artwork and receive the perfect art piece
for your space. 

MufflePrintMufflePrint
Styles

Advantages:

Custom printed acoustic panel

Glass wool core

Straight White Frost edges

Several sizes available - 40mm thick

Fixings included

Square

Rectangle

Data Sheet | MufflePrint



Fire

MufflePrint core board has been tested and offers Class O fire rating to BS476:
Part 6. Fabric facing complies with Class 1 to BS476: Part 7. 

MufflePrint is a fabric wrapped acoustic panel ideal for reducing reverberation
and echo.

Product SpecificationsProduct Specifications
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Weight

Acoustic Performance

600 x 600 (mm) – 1.44kg/m2
1200 x 600 (mm) – 2.88kg/m2
1200 x 1200 (mm) – 5.76kg/m2
1200 x 1800 (mm) – 8.64kg/m2
1200 x 2400 (mm) – 11.52kg/m2

Please note: All weights are given as approximations
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MufflePrint Absorption Coeffecient Table

Frequency
(Hz)

100 125 160 200 250 315 400 500 630 800 1000 1250 1600 2000 3500 3150 4000 5000 NRC

40mm
MufflePrint

0.486 0.540 0.701 0.705 0.826 0.884 1.081 1.072 1.008 0.974 0.945 0.943 0.929 0.890 0.846 0.734 0.673 0.527 0.90

Sound Absorption | Up to ‘Class A’
Noise Reduction Coefficient | 0.90 (90%) 



Square Rectangle

Product DimensionsProduct Dimensions

600 x 600 x 40 (mm)

1200 x 1200 x 40 (mm)

1200 x 600 x 40 (mm)

1200 x 1800 x 40 (mm)

1200 x 2400 x 40 (mm)
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ColoursColours

Product CareProduct Care

Supplier

After Care

Delivery, Storage & Handling

Little aftercare is needed with MufflePrint panels. Using a dry cloth,
give the panels a light dusting to keep them looking clean and fresh.

MufflePrint is highly customisable - any design can printed onto the panel, from your
company’s logo to a unique piece of artwork. 

Keep MufflePrint panels away from damp and moisture when
storing and handling. 

Note: Product MUST be checked for colour shading differences, flaws, defects or damage prior to installation. Once
installation has been commenced, the products are deemed to have arrived in perfect condition – any of the above
reported after installation will not be covered by your warranty.
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za.muffleacoustics.com

hello.za@muffleacoustics.com 

+44 (0) 1924 938911


